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SYMBOLS

You can easily configure customized 
products using the MTpro software

Delivered as individual components 
(not pre-assembled)

Delivered as components (pre-assembled)

Delivered assembled

Profile used in the frame

Width of profile slot;  
accessories suitable for attaching in profile slot

Conductive material version in accordance 
with DIN EN 61340-5-1, suitable for 
ESD-sensitive areas

	 Packaging unit 	 = minimum order quantity – here: 10 pcs 
	 Order:	 1 x 3 842 554 750
	 Delivery:	 10 x 3 842 554 750 (rounded up)

	 Order:	 15 x 3 842 554 750
	 Delivery:	 20 x 3 842 554 750 (rounded up)

ORDERING INFORMATION

D28L round tube L (mm) No.
      50 pcs 6070 3 842 557 243

	 Delivery unit 	 = delivery quantity – here: 50 pcs 
	 Order:	 1 x 3 842 557 243
	 Delivery:	 50 x D28L round tube

	 Order:	 15 x 3 842 557 243
	 Delivery:	 750 x D28L round tube

Slide rail L (mm) No.
2000 10 3 842 554 750
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Any company’s economic success is built on top-quality 
products and services that result in the highest level of 
customer satisfaction. Given this fact, it is only logical that 
companies strive for continuous improvement across all 
levels of their operations.

Comprehensive success relies not only on lean, waste-free 
processes, but also on ergonomically designed work 
systems that allow workers to do their jobs with no waste. 
Good ergonomics serves to support the value chain and 
increase employee motivation. 
 
The fusion of production IT and company IT, 
the synchronization of processes and machines that 
autonomously make decisions in real time all allow for 
efficient and customized manufacturing. 
 
With MPS by Bosch Rexroth, you have a production system 
that places equal importance on ergonomics, 
lean production and networking. WE MOVE. YOU WIN.

Ergonomics, Lean Production
and Connected Industry  

– the pillars of your success!

OVERVIEW

Manual Production Systems

Workstations

Grab containers

Swivel work chairs

Flow rack systems

EcoShape tubular framing system

EcoFlow linking elements

Material shuttles and FiFo station

Case lifters

Infoboards

ActiveCockpit digital communication platform

Components

Technical data

Overview of material numbers
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Vision areas
Unnecessary head and eye 
movements should be avoided. 
Maintaining objects at a uniform 
distance to the worker’s eyes 
eliminates the need for 
refocusing. Avoid joining points 
that are not visible to the worker.

Lighting
Ideal lighting conditions 
prevent early onset fatigue, 
improve concentration and reduce 
the risk of errors. High contrasts, 
glare, and re�ections 
should be avoided.

Adjustment of work equipment
Correct adjustment of the 
equipment serves to minimize 
required movements, 
thus reducing physical exertion 
and employee absences.

MTpro
Software for designing and planning 
workstations. For detailed information, 
see pages 1-9/10 or www.boschrexroth.com

Planning aids
The ergonomic workplace design 
starts with planning. 
Available planning aids include 
the Ergonomics Checklist 
(3 842 523 943), the Planning 
Templates (3 842 542 286 /�287) 
as well as the MTpro software.
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Add to this the fact that our society is steadily aging and it 
becomes clear that early investment in proper workplace 
equipment is essential for maintaining productivity and 
competitiveness over the long term. This is the only way to 
help prevent chronic conditions, such as back pain, 
from arising in the first place. 
 
The first step is to examine the product and what is needed 
to assemble it and from there to define the work table 
dimensions and how material is to be supplied to the 
worker. Once this is done, the focus shifts to the worker 
and ergonomic design of the workstation begins. This will 
include looking at optimum tool positioning and information 
provision, but also at accessories such as footrests and 
proper lighting, key elements for an ergonomic, and hence 
efficient, workstation. In order to maintain a well-organized 
workstation and to securely stow small parts that are not 
always needed, the last step is to complement the 
5S elements with storage cabinets. 
 
Rexroth's height-adjustable workstations go a step further 
than the competition by making the height of the material 
supply area and that of the working surface independently 
adjustable. The height of the workstation is determined by 
the worker's height and the product height, i.e., the work 
area. The height of the material supply area, on the other 
hand, is primarily determined by the worker's height, 
since their optimal grab area must be taken into account. 
 
All workstations and workstation accessories are available 
in an ESD-conductive version.  
 
Rexroth workstations are available as complete systems, 
as modules or as individual components. 
Variable dimensions and equipment features allow for 
customization and adaption to your specific requirements.

WORKSTATION OVERVIEW

2-5	 Height-adjustable workstation
2-13	 Workstation
2-15	 Table frames
2-16	 Table tops
2-17	 Material shelves
2-19	 Rubber pro�le, footrests
2-22	 Tool and parts supply
2-32	 Lighting
2-42	 Information provision
2-45	 Cabinet systems
2-48	 Accessories
2-53	 ESD accessories
2-55	 Ergonomic mat
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20993 

70

521590°

20994

71

521590°

20990

59,5

45°

91,6

52

37

20992

40

529

90°

0000A

B

A

C

D

D52 tool holders for D52-9 and  
D52-15 bucket trays

ESD No.

A D52 tool holder
ESD

3 842 554 832

approx. 2.5 ... 5.5

PH1, PH2

approx. 2.5 ... 10

PH1, PH2,  
PH3, PH4

approx. 1.5 ... 6

6 ... 8

ESD No.

B D52-9 bucket tray  
(without base)

ESD
3 842 554 834

ESD No.

C D52-15 bucket tray  
(without base)

ESD
3 842 514 835

ESD No.

D D52-15 bucket tray  
(with base)

ESD
3 842 514 836

20991

91

66

132

100

45°

0000C

D91 Tool holder for bucket trays D91-32,  
D91 Oval53 L100 and D91 Oval53 L136

E

ESD No.

E D91 tool holder
ESD

3 842 554 833
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Components for ESD applications

ESD No.
A Set of grounding components

ESD
3 842 522 087

B Grounding cable
ESD

3 842 519 465

C Damping ring, insulating 20 3 842 521 817

D Potentialfix
ESD

3 842 536 320

E ESD mat insert
ESD

3 842 522 012

F Wrist band
ESD

3 842 516 908

G Connection piece 10
ESD

3 842 516 905

A	 Set of grounding components
B	 Grounding cable
C	 Damping ring
D	 Potentialfix
E	 Conductive mat insert
F	 Wrist band
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